
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
PRODUCT CODE: CCD-IR    BARCODE: 9332820002232 
 
DESCRIPTION: High-res Night Vision flush mount camera  
  
A superior flush mount colour camera with 120° view angle and IR enhanced for night 
vision.  Nice clear image even in low light conditions. This flush mounted camera can 
be mounted almost anywhere! Angle the view on your flush mounted bullet camera 
with the included ring mounting kit. A quality night vision camera designed for bumper 
bar mounting. 
 
SPECIFICATIONS: 
 

 
DATE OF RELEASE: 2007 

1/3” CCD image sensor Wider viewing angle: Up to 120° 
Horizontal Resolution: 420 TV Lines Night vision distance: 3-5 meters 
Effective Pixels: 512(H) x 492 (V) Sensing area: 4.9mm x 3.7mm 
Scanning system: 2:1 Interlace Sync System: Internal 
Min illumination:  0 LUX (w/IR LED’s on)/ F:2.0 Video Out Signal: 1.0 vp-p, 75 Ohm 
White balance: Auto Electronic shutter: 1/60  
Current consumption: Max 200 mA Power supply: DC 12V 
Connection: RCA  Anti-vibration: 4.5 g 
Operating temperature: -20°C~70°C, RH 95% 
Max 

Storage temperature: -40°C~80°C, RH 95% 
Max 

Lens:  f=2.8mm Weatherproof & Water resistant (IP67 
approved)  

IR LED enhancement No Microphone 
Dimensions: Out diameter - 35mm, Inner diameter - 30mm, Depth – 49mm  
Cable: RCA/DC - 320mm, DC extension 500mm 

  
     
     
    
   
    
    
      
     
   
       

 


